
Up to 30 boxes / min

Made in FRANCE

MSE-AA / MSE-BB
BOXING MACHINE FOR PROCESSED CHEESE TRIANGLES

« MSE, high performance and reliable boxing machine, 

designed for round processed cheese boxes »

•	 MSE	unit	is	dedicated	to	the	stratification	and	boxing	of	triangular	
portions of processed cheese

•	 MSE capacity is up to 30 boxes / min, with adjustable layer from 1 to 4
•	 MSE has following main functions:

•	 Conveying and opening of empty round boxes (lids separated 
from bottoms)

•	 Stratification	of	portions	layers
•	 Insertion of cardboard divider between layers
•	 Filling empty boxes with portions 
•	 Closing	filled	boxes

OPTIONS
•	 Advertising	leaflet	deposit	station	(up	to	3	pcs)
•	 Boxes	identification	by	stamp	marking
•	 Label or portion missing detected by camera
•	 Automatic	box	feeding	composed	of	empty	box	buffer	and	conveyor
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TECHNICAL SPECIFICATIONS

MSE - AA MSE – BB
Speed (box /min) Up to 30

Layer 1, 2, 3, 4 1

Box	configuration 6-6 / 8-8

Electric consumption 12 KW – 400V Tri + Earth – 50Hz

Pneumatic consumption 580 Nl/min (5.8 m3 / h at 6 bars), including vacuum pump supply

Vacuum Integrated vacuum pump (infeed pressure 0,45 MPa)
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Stratification station
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Advertising leaflet station

Pneumatic supply

Infeed conveyor

Indicative and non contractual layout.
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